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d - 0,15
+0,08

dk

l+1
min. 27

k

dm

5,1 mm                  1650 N 2500 N

18,0 12,0 – 15,0

11,0
± 0,5

1,5
+ 0,4

10.742.050.080

10,0

12,0

14,0 – 16,5

16,0 – 18,0

10.742.050.100

10.742.050.120

14,0 17,5 – 10,0

16,0 18,0 – 12,0

2,7
– 0,07

EN AW - 5754 [AlMg3]

500

500

10.742.050.140 500

500

10.742.050.160 500

18,0 11,5 – 13,5

20,0 12,0 – 15,5

10.742.050.180 500

10.742.050.200 500

No.l


d dk k dm

5,0

5,1 mm                  1650 N 2500 N

14,0
± 0,3

1,5
+ 0,4

10,0

12,0

14,0 – 16,5

16,0 – 18,0

10.762.050.100

10.762.050.120

14,0 17,5 – 10,0

16,0 18,0 – 12,0 2,7
–

EN AW - 5754 [AlMg3]

500

10.762.050.140 500

500

10.762.050.160 500

18,0 11,5 – 13,5

20,0 12,0 – 15,5

25,0 15,0 – 20,5

10.762.050.180 500

10.762.050.200 500

10.762.050.250 250

No.l


d dk k dm

5,0










We recommend to try out the riveting process in advance!

d - 0,15
+0,08

dk

l+1

min. 27

120°

dm

3,1 mm                  660 N 900 N

16,0 11,5 – 14,0
6,0
– 0,4

10.702.300.060

18,0

10,0

13,5 – 16,0

15,0 – 17,5

10.702.300.080

10.702.300.100

1,7
– 0,07

EN AW - 5719 [AlMg5]

500

500

500

No.l


d dk dm

3,0

4,1 mm                  1120 N 1420 N

16,0 11,5 – 13,5

7,5
– 0,5

10.702.400.060

18,0 12,0 – 15,5 10.702.400.080

10,0 15,0 – 17,0

12,0 16,5 – 19,0

2,0
– 0,07

4,0

EN AW - 5754 [AlMg3]

500

10.702.400.100 500

500

10.702.400.120 500

16,0 18,5 – 12,5 10.702.400.160 500

5,1 mm                  1650 N 2000 N

10,0 12,0 – 16,5
9,3
– 0,5

10.702.500.100

12,0

16,0

16,0 – 18,0

18,0 – 12,0

10.702.500.120

10.702.500.160

2,7
–

0,07

EN AW - 5754 [AlMg3]

500

500

500

No.l


d dk dm

5,0

 


12,0 3,0 – 6,0 11,0
± 0,2

10.702.640.120/23,65
- 0,2

2506,4
6,5 mm                  2880 N 4600 NEN AW - 5754 [AlMg3]

according to DIN EN ISO 15978



2,4
3,1 mm                  420 N 660 NEN AW - 5719 [AlMg5]

16,0 11,5 – 14,0 4,5
+ 0,2

10.702.240.0601,45
– 0,07

500


  







 



