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3,3 mm                  2000 N 2400 N

16,0 10,5 – 11,5

6,0
± 0,3

1,0
± 0,3

10.908.032.060

18,0

19,5

11,0 – 13,0

12,5 – 15,0

10.908.032.080

10.908.032.095

12,0 14,5 – 17,0

1,9
– 0,7

500

500

10.908.032.120 500

500

No.l
+1d dk k dm

3,2

4,1 mm                  3000 N 4000 N

16,0 10,5 – 11,5

8,0
± 0,3

1,4
± 0,3

10.908.040.060

18,0

19,5

11,0 – 13,0

12,5 – 15,0

10.908.040.080

10.908.040.095

12,0 14,5 – 16,5

16,0 16,0 – 10,5

2,3
–0,07

500

500

10.908.040.120 500

500

10.908.040.160 500

4,0
4,9 mm                  4500 N 5500 N

18,0 10,5 – 13,0

9,5
± 0,3

1,7
± 0,3

10.908.048.080

19,5

12,0

12,5 – 15,0

14,5 – 16,5

10.908.048.095

10.908.048.120

16,0 16,0 – 10,5

2,9
–

500

500

10.908.048.160 500

500

No.l
+1d dk k dm

4,8

d - 0,15
+0,08

dk

l+1
min. 27

k

dm

 




3,3 mm                  1150 N 1200 N

16,0 10,5 – 11,5

6,0
± 0,3

1,0
± 0,3

10.907.032.060

18,0

19,5

11,0 – 13,0

12,5 – 15,0

10.907.032.080

10.907.032.095

12,0 14,5 – 17,0

1,9
–

500

500

10.907.032.120 500

500

No.l
+1d dk k dm

3,2

4,1 mm                  1700 N 1850 N

16,0 10,5 – 11,5

8,0
± 0,3

1,4
± 0,3

10.907.040.060

18,0

19,5

11,0 – 13,0

12,5 – 15,0

10.907.040.080

10.907.040.095

12,0 14,5 – 16,5

16,0 16,0 – 10,5

2,3
– 007

500

500

10.907.040.120 500

500

10.907.040.160 500

4,0

4,9 mm                  2400 N 2800 N

18,0 10,5 – 13,0

9,5
± 0,3

1,7
± 0,3

10.907.048.080

19,5

12,0

12,5 – 15,0

14,5 – 16,5

10.907.048.095

10.907.048.120

16,0 16,0 – 10,5

2,9
0,07

500

500

10.907.048.160 500

500

No.l
+1d dk k dm

4,8

d - 0,15
+0,08

dk

l+1

min. 27
k

dm

 


20,0 19,0 – 12,0 10.908.048.200 500

6,5 mm                  6500 N 8000 N

10,0 12,5 – 15,0

12,5
± 0,3

2,7
- 0,7

10.908.064.100

12,0

16,0

14,5 – 16,5

16,0 – 10,5

10.908.064.120

10.908.064.160

18,0 17,5 – 11,5

3,8
± 0,05

250

250

10.908.064.180 250

250

6,4




DIN EN ISO 15976

DIN EN ISO 16585

[1.4301]

[1.4301]

[1.4301]

[1.4301]







 


