













40

No.l
+1d dk k dm






d

dk

l +1 k

dm

6,8 1,4

17,0 11,0 – 13,0

19,5 13,0 – 15,0

11,5 15,0 – 17,0

2,1

10.792.032.070 500

10.792.032.095 500

10.792.032.115 500

3,2

3,3 - 3,4 mm 2500 N 1300 N 

No.l
+1d dk k dm

6,8 1,4 2,1

3,3 - 3,4 mm 1200 N 1300 N 

3,2

6,8 1,4 2,13,2
3,3 - 3,4 mm 1700 N 1300 N 

8,0 1,517,5 11,0 – 13,0

19,5 13,0 – 15,0

2,6 10.792.040.075 500

10.792.040.095 500

4,1 - 4,3 mm 3500 N 2800 N 

4,0

8,0 1,5 2,64,0
4,1 - 4,3 mm 2400 N 2800 N 

8,0 1,512,5 15,0 – 17,0 2,6 10.792.040.125 5004,0
4,1 - 4,3 mm 4100 N 2800 N 

6,6 mm 4200 N 3100 N

13,5 3,314,5 16,8 – 18,8 10.790.064.1454,2 2506,4

d - 0,15
+0,08

dk

l+1
min. 27

k

dm

No.l
+1d dk k dm

13,5 3,310,5 12,8 – 14,8 10.790.064.1054,2 2506,4
6,6 mm 4600 N 3100 N

 


No.l
+1d dk k dm








FERO®-BULB 





very high shear strength through a captive mandrel that absorbs part of the forces 
large setting head 
mandrel locks inside the rivet 
splash waterproo
high clamping force 

 



